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Technical Data Sheet: IB Drive-Lock Two-Piece Counterflashing

Technical Data Sheet: IB Perma-Snap Coping Cap

Product Description: IB Drive-Lock Two-piece counter flashing 
system with surface mounted reglet / receiver punched for fastening 12” 
on center. Snap-on metal skirt flashing can be removed for re-roofing or 
maintenance.

Materials: Reglets are primarily made from mill aluminum or pre-coat 
Kynar 500® aluminum sheet. The two piece reglet and flashing details are 
usually fabricated with an .050” (1.25 mm) reglet head and an .032” (0.80 
mm) flashing. Special colors or finishes are available. Finish setups or 
minimum quantities may be required. Copper or stainless steel reglets by 
request. Finishes are: Natural mill aluminum, pre-coat Kynar 500® - from 
the manufacturers standard color chart, post-coat Kynar 500® - industry 
standard two coat colors.

Packaging: (1 unit) 
• � Receiver piece
• � Snap Fascia
• � Splice Piece

Product Description: IB Perma-Snap Coping combines anchor-clip 
and gutter support units at the joints. Before IB Perma-Snap was submitted 
for approval, there was no Factory Mutual test protocol for a performance 
rated coping cap. IB Perma-Snap was the first F.M. Approved coping system. 
IB Perma-Snap meets the needs for an attractive, competitively priced wall 
cap that requires no maintenance to protect its beauty and performance. 
The product consists of a metal coping cap with holds down clips and drain 
support chairs for capping most any parapet wall. The system is designed 
to be leak proof and maintenance free with concealed splice plates and 
no exposed fasteners.

Materials: Reglets are primarily made from mill aluminum or pre-coat 
Kynar 500® aluminum sheet. The two piece reglet and flashing details are 
usually fabricated with an .050” (1.25 mm) reglet head and an .032” (0.80 
mm) flashing. Special colors or finishes are available. Finish setups or 
minimum quantities may be required. Copper or stainless steel reglets by 
request. Finishes are: Natural mill aluminum, pre-coat Kynar 500® - from 
the manufacturers standard color chart, and post-coat Kynar 500® - industry 
standard two coat colors.

Packaging: (1 unit) 
• � Interlocking Coping
• � Anchor Clip
• � Gutter Support Unit


